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Scope of the Work to Re Plater Interior walls at DCMR 
 
 
The work consists of re plastering works in internal walls at 18, Albert Crescent, a US Embassy 

owned property. All the work shall be in accordance with recognized US and International 

Building and Construction codes. Construction shall be abide by all the Embassy rules and 

regulations including security and safety regulations. 

The methods that the contractor will use need to provide continuous progress on the job site 

according to the projected time line of three weeks. Any changes in construction from this Scope 

of Work shall be approved in advance in writing by the Contracting Officer.  

All work described in this Scope of Work shall be completed by the contractor. The contractor 

shall provide qualified supervisory, technical and labor personnel capable of meeting the 

embassy requirements. The labor force shall possess the constructional, carpentry, plumbing, 

electrical, masonry and painting skills for this project and sufficient staff to accomplish the work 

in a timely manner. The contractor shall provide all necessary material, tools, equipment, vehicles 

required for this work. 

Contractor should ensure the minimum disturbance and no damages to the existing property of 

the premises and inside the building. 

 

Work Requirement 

1. Vendor should provide figures for each room area as per the given number in the drawing 

and as per the shown square footage. Any quotation without clearly marked price 

breakdown will not be considered for this contract. Embassy will select the amount of 

work by going through the quoted price breakdown and by selecting adequate wall area 

in par with available funds. 

2. Vendor should forward a project plan clearly showing the room number and its work 

completion time line. The project has three week time constraint and the vendor should 

start the project without any idling date from the start to completion including all 

weekends and holidays. Vendor can work from 6 am to 8 pm each day and up to 10 pm 

or longer when there is no construction noise generated from power tools or manual 

hammering.  
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3. Vendor should plan for multiple working group in order to expedite the works and to 

minimize dependability. Vendor will not be allowed to star the project if the labor force 

is inadequate for the project or largely unskilled. Embassy will reserve the right to 

remove any none skilled labor from project site if the works done are not satisfactory or 

compromise the structural integrity of the building or the working safety. Serious 

violation of the site safety or standard will also be taken in to consideration and may ask 

to stop using such workers for this project.  

4. There must be a qualified and responsible site supervisor/s and he should be in the site 

full time during the duration of the project. Work shall not be permitted without the site 

supervisor/s under any circumstance in any time of any day. 

5. The vendor should cover all the floor area and door/windows ACs, Electrical items, 

fittings etc. adequately to avoid any sort of damages on them. Special attention should be 

given to the wooden and other scrapable floors so that no damages of any scale are 

happening due to this painting works under any circumstances.  

6. Vendor should use 1/4” thick plywood and top polythene or clothing cover to hold any 

construction debris on them and to protect the floors being damaged due to demolition 

of the wall plasters. Debris should be cleaned without piling up periodically. All the 

accessible and walking area inside the house should be fully covers with none slippery 

covering material. 

7. He must use adequate covering to close existing installed items in the walls and soffit. 

This may include electrical wall outlet air conditioners, light fixtures and fittings, 

unmovable furniture, appliances and any other item that will be damage if paint drops 

are directly deposit. All such items pops out of the wall should be covered with masking 

tapes and make sure no painting on them as a result of poor workman ship 

8. Vendor must not damage any of the existing electrical cables, fittings, door/window 

frames or any type of installed facilities in any of the wall. 

9. After covering the floors adequately, vendor must start demolition of the old masonry 

plasters starting from the floor area to the ceiling level height. Extra precaution is 

required to determine the extent of removal as the walls are really soft and collapsible as 

lumps. 
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10. All the available closets should be removed and the area should be re plastered with 

surface finishing such that that new Aluminum closets can be fitted with true vertical 

degrees and leveling finishes. Any abnormalities or deviation should be redone with no 

cost to the US Embassy 

11. All material demolished should be taken immediately from the site so that the site is kept 

clean always without dumping the dirt everywhere. 

12. Vendor should replace all the electrical cabling, conduits, junction box, wall outlets, 

switches and any other installed items inside the wall plaster. This work should be carried 

out by certified and trained electricians and skilled labors. Random guys pick from the 

other area of the site work will not be allowed to perform such crucial works under any 

circumstances. Vendor shall use a professional company or a team for this task and 

related installations. 

13. It is required to re plaster the walls using masonry plaster of Sand: Cement 4: 1 mixture. 

The sand must be grade 1, river sand and embassy will immediately stop the work if 

vendor use any sort of sea sand under whatever circumstances 

14. It is also must that the vendor mix the admixture of MasterPell-777 by Finco to the 

masonry slurry to enhance the water proofing quality as per the manufactures 

specification 

15. All finish should be smoothened and even without any mismatching around the joints and 

sides. 

16. Finish surfaces should be ready to paint and drying process should be improved using 

techniques such as high heat flash lithest in enough quantities etc.  

17. For all these plastered  interior walls, vendor should use Dulux Acrylic Wall Filler, Dulux 

Masonry Sealer and Dulux Pure Brilliant White in enough qualities to cover up all stains, 

discolorations and repair works done on walls 

18.  During the plastering process, water, masonry plaster or any construction debris should 

not let flow everywhere below the walls and contribute to damage the sites original 

condition. 
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19. The site should be cleaned by vacuum cleaning and washing the floor as applicable. Any 

damages done to the exiting floor or other walls, ceiling etc. should be repaired to the 

satisfaction of embassy professional as they were before the repair works. It includes but 

not limited to floor polishing, painting the ceiling area affected, cleaning skirting and 

refinishing as applicable etc. 

 

Note 

a. Vendor should use standard safety equipment and methods during the project 

duration. All workers should use safety helmets, safety shoes, uniforms, safety google 

and other Personnel Protective Equipment. The job can be stopped at any time if 

worker are not following the standard safety practices unless such time that the 

workers and the site safety is ensured back to standard. EM 385 govern all the 

construction safety requirement for this project and vendor shall understand the 

predefined requirement and use it. 

b. All working area should be cleaned and be ready to use at the end of the project. 

Vendor should never do any damages on the exiting floors, walls, ceilings or any other 

built item near the doors and windows or construction/repair. At the end of the 

project vendor should hand over the site as in its original condition having done 

complete cleaning, painting, vacuuming and mopping floors etc. 

The Embassy reserves the right to inspect the quality of installation works and to order 

corrections or replacement, at no additional expense to the Embassy, of items determined as not 

meeting the minimum standards. 

The contractor shall clean up left over materials from the site(s) prior to the project’s being 

determined as complete. No trash or construction debris shall be left in the project area prior to 

acceptance by the Embassy. 

The contractor shall make every reasonable effort to keep the job site clean during the duration 

of the project. Any defects, settlements or cracks in the newly constructed walls or lintel and 

filling up of windows, within two years of time, shall lead the contractor doing repair or 

replacement free of charge to the US Embassy. 

 


